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INDEX OF DOCUMENTS IN SUPPORT OF
COMMENTS CONCERNING
AUTOMATIC ELECTROPLATING CORPORATION

Diagram of Foundry Street Complex

This diagram indicates that Automatic Electroplating occupies buildings #19, #21,
and #22 at the Foundry Street complex.

Excerpt from New Jersey Department of Environmental Protection,
Responsible Party Investigation

This report documents that Automatic Electroplating used a variety of hazardous
substances containing nickel, zinc, silver, copper, chromium, arsenic and cyanide
at its facility. This report also documents that discharges from the Automatic
Electroplating facility flowed to drains on the property which were connected to the
Roanoke Avenue storm sewer and discharges to these drains contained hazardous
substances.

Excerpt from PVSC Heavy Metal Source Determination Study

In 1976 the PVSC requested a study of the sources of heavy metals in the influent
to the PVSC system. A sample of the effluent of Automatic Electroplating to the
PVSC taken as part of this study documented cadmium, copper, lead and other
heavy metals were discharged by Automatic Electroplating.

Diagram of Discharge Flow from Foundry Street Complex

This diagram indicates that discharges from the Foundry Street complex flowed to
the Roanoke Avenue combined sewer.

Excerpt from Clinton Bogert Associates Report

Report states that as a result of the malfunctioning regulator at Avenue P, all flow
into the Roanoke Avenue combined sewer entered the Passaic River.

EPA Potentially Hazardous Waste Site Preliminary Assessment
This report indicates that runoff from the Foundry Street complex discharges to
storm drains and thence directly to the Passaic River. This report also notes that

groundwater contamination from the Foundry Street complex may discharge to the
Passaic River.
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Htate of Netw Jersey
DEPARTMENT OF ENVIRONMENTAL PROTECTION
DIVISION OF HAZARDOUS WASTE MANAGEMENT
LANCE R MILLER, DIRECTOR

CN 028
Trenton, N.J. 08625-0028
(609) 633-1408

Fax # (609) 633-1454 _ RECEI\\TED
' PR 199

MEMORANDUM

TO: Linda Grayson, Chief
Bureau of Planning and Assessment

FROM: Doug Stuart’,” Acting Chief
Bureau of Compliance and Technical Services

SUBJECT: Responsible Party Investigation
Foundry Street qsmplex
(ARA Arkansas Chemical, Hummel Chemical)
185 Foundry Street, Newark, NJ

The Bureau of Compliance and Technical Services' Special Investigation
Section has prepared the attached Responsible Party Investigation Summary

for the subject case to assist the Bureau of Planning and Assessment in ite
site evaluation.

Please be advised that referenced key documents are maintained in this

bureau's files. Should you have any questions in this matter, do not
hegitate to contact me at (609) 633-0708.

1me

¢t Y. Yacoub, Chief, MBFO .
P. Smith, Investigator, SIS/BCTS
B. Patterson, ECRA
RPIU File

New Jersey is an Equal Opportunity Employer
Recyded Paper
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FOUNDRY STREET COMPLEX
ARA ARRANSAS CHEMICAL AND HUMMEL CHEMICAL
FERCARY

‘The Foundry Street Complex consists of six separate parcels of land, lLots &
(Block 5005); Lot 5 (Block 5003); Lot 6 (Block 5005); Lot 10 (Block S005);
Lot 21 (Block 5005); and Lot 22 (Block 5005), see Attachment 1. The site is
located in the Jron Bound Bection of Newark and is situated between Foundry
Street on the east, the former HManufactures Railrosd on the west, and
Roanoke Avenue on the morth. Bordering the southern portion of the site is
the New Jersey Turnpike.

Approximately 30 small buildings are situsted throughout the cowplex. The
buildings asre separsted by narrow driveways which have strip-like drains in
the middle of the lane. These drains sre connected to an industrial sewer
line on Roanoke Avenue and receive surface water run-off and industrial
discharge from companies in the complex. The cooplex is easily accessible
from numerous locations.

HEistoricelly, the Foundry Street Complex has been occupied by s variety of
chemical manufacturing industries. One of the first known companies
sssociated with the site was Central Dyestuff and Chemical Company (CDC), a
New Jersey Corporation. CDC ascquired the property in three different
portions from Waldron Brothers Realty Company, Municipal Investment Coopany,
and part of the premises known as Plum Point Lane duly vacated by the City
of Newark. CDC manufactured color specialties which included oranges, fast
reds, scarlets, browns, chryscidine blacks, oil soluble colors, and a large
variety of colors and dyes used for cakes, varnishes, inks, stains, straw,
leather, etc.

On August 13, 1930, Central Dyestuff and Chezmical Company merged with
Consclidated Color and Chemical Company (CCC). The latter name was retained
by the new corporation which continued to operate on site.

In January of 1936, Arkansss Company, Inc., & New York Corporation, executed
a8 three year lease for space in buildings designated as #16, #24, #26, #27,
#28, #32 and ¢35 with CCC. Consolidated Color and Chemical gave Arkanses
the sole right and option to purchase the demised property. However, this
option expired on October 31, 19%38. After executing the leasse with
Arkansss, CCC changed their name to H.A. Metz & Company Inc., & New Jersey
Corporation, on March 2, 1936. H.A., Metz & Company name was changed to
Roanoke, Inc., 8 New Jersey Corporstion, on Msy 24, 1937,

In January, 1939, Roanoke, Inc. sold the property uhich now consists of lots
&, S, 21 and 22 to Chemical Industries, Inc. for a sum of $10.00.

Prior to the sale of the premises, a ten year lesse which became effective
February 1, 1939, was negotiated between Arkansas Cowmpany, Inc., Chemical
Industries, Inc. and Roanoke Inc. Arkansas Cospany’'s new lesss still
contsined the right and option to purchase the prezises which expired eon
November 1, 1943. Apparently, Arkansas and Chemical Industries, Inc. had
negotisted the sale of the property before the Novembar 1 deadline. The
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sale was finalized on December 27, 1943. The Newark Tax Map now designates
this property as Lot 5 (Block 5005).

ARKANSAS COMPANY, INC.

Arkansas Company, Inc. (Arkansas Chemical) manufactured textile chemicals at
the facility which included chelating agents, dye carriers, emulsifying
agents, fire retardants, fungicides, resin finishes and water repellents.

In 1975, Arkansas was issued a Notice of Violation (NOV) by the U.S. EPA,
Region II, for failure to implement & Spill Prevention Control and
Countermeasure Plan for a 20,000 gallon storage tank containing No. 6 fuel
oil. It is not known if any penalties were assessed against Arkansas for
the violation.

Arkansas Chemical sold the property (Lot 5) to Galaxy, Inc. on February 23,
1978, but continued to operate on the premises as & tenant. The City of
Newark foreclosed upon the property, for unpaid taxes, in September of
1983. Both Arkansas and Galaxy, Inc. subsequently filed for bankruptcy,
under Chapter 11, in the United Ststes Bankruptcy Court for the District of
New Jersey.

Sometime thereafter, Arkansas Chemical ceased operations at the facility.
NJDEP personnel discovered approximately 250 abandoned 55 gslion drums on
the property during a site inspection on April 30, 1984. Labels found on
the drums indicated that they contained benzene chloride, perchloroethylene,
methanol, silane, isophorondiisocyanate, lactic a8cid and polyethylene
glycol. Some of the drums werg noted leasking their contents. 01l spillage
was discovered on the rear portion of the property where open containers of
petroleum products were stored.

The Division of Waste Management (DWM) issued & Directive Letter to Arkansas

on September 21, 1984. Arkansas was directed pursuant to the Spill
Compensation and Control Act, to immediately initiate remedial measures at
the site which included: Securing access onto the site; listing all

materials stored on site within fourteen days upon receipt of the directive;
and properly removing and disposing of all containers and contaminated soil
in accordance with Department regulation.

Howard S. Greenberg, registered agent for Arkansas, informed the NJDEP by
letter dated October 3, 1984, that remedial-contractors were being sought.
A supplemental letter dated October 23, 1984, provided the names of
potential contractors which included: Atlantic Remedial Constructors, Inc.,
Clean Venture, Inc. and Rollins Field Service, Inc. The letter also stated
that Elson T. Killian Associates had been hired to oversee cleanup
actjvities. A cleanup proposal was submitted by Clean Venture, Inc. in
November, 1984.

Approximately 500 additional drums were discovered in building No. 28 during
a subsequent inspection. Many of the drums were labeled for corrosive,
flammable and poisonous materials. An unspecified number of five gallon
pails were also found in an outdoor shed.
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facility on September 19 and November 10, 1989. The sample results
indicated that ground water was contaminated with VOCs, B/Ns, PHCs and
priority pollutant metals. The concentrations detected exceeded ECRA action
levels. However, the contamination appeared to be coming from an off site
source.

As a result of potential off site contamination, five additional monitoring
wells were installed at Sun Chemical. Ground water samples were collected
from the eight monitoring wells on August 23, 1990. These samples contained
elevated levels of VOCs, B/Ns, PHCs and priority pollutant metals.

The DWR, Bureau of Ground Water Control recommended that additional
background sempling be conducted to verify off site sources of contamination
in March of 1990. Recon Systems Inc. in an sttempt to verify such sources,
investigated the integrity of the drainage system (strip drains) and sewer
system. Video inspection of the sewer system revealed that the sewer lines
contained numerous cracks and separations between the pipes. The inspection
also noted that the strip drains were connected to the sewer system on Sun's
property.

On July 17, 1990, four sediment samples and one water sample was collected

from catch basins and the sewer system on the property. The samples
contained elevated levels of VOCs, B/Ns, organic acids, cyanides, and
priority pollutant metals. Recon Systems Inc. investigative findings

concluded that contamination could have migrated onto the facility through
the drainage system and leaks in the sewer system.

It was also indicated that reogcurring flooding of the drainage system may
have distributed past sources of contamination throughout the facility,
resulting in the scattered pattern noted on the premises. Furthermore,
"ground water contamination appeared to be a regional problem not directly
attributable to Sun Chemical".

FLEET AUTO ELECTRIC

The western portion of Lot 22 is occupied by Fleet Auto Electric and
Automatic Electro-Plating 1Inc. (AEP). Fleet Auto Electric rebuilds
electrical parts (i.e. generators, alternators for cars) in building #29
which is located immediastely adjacent, and on the west side of Sun Chemical
(See Attachment 2). The company has operated in the building since the
early seventies.

AUTOMATIC ELECTRO-PLATING CORPORATION

Automatic Electro-Plating (AEP), EPA ID #NJD002445500 conducts an
electroplating business in .buildings #19, #21 and #22 (See Attachment 2).
AEP has occupied these buildings since April, 1971. Tennant Chemical
Company once operated in building #21 during the sixties.

The company performs nickel and zinc plating which incorporates two
automated methods: RACK (metal parts suspended from racks), building #21,
and BARREL (metal parts are placed in a polypropylene barrel) building #22.
Both procedures are dipped in the various plating solutions and rinses. AEP
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stores their dry chemicals in building #19. The yard south of building #19
is used to store acid carboys.

Several processes are done to prepare the metal parts for plating. The
parts are first cleaned with an alkaline solution which is followed by a
water rinse. Next, the parts are placed in a mild acid bath for surface
activation and once again rinsed with water. From this process, the parts
are submerged either in the zinc or nickel solution. The zinc solution
consists of zinc chloride, potassium chloride and boric acid. The nickel
solution consists of nickel sulfate, nickel chloride and boric acid. After
the plating is completed, the parts are rinsed with water & final time and
air dried. :

Spent plating solutions are discharged from two outlets into the outside
drains surrounding the production building. The drains flow to a sewer
connection located near the northeast corner of building #21. Prior to
discharge, the pH of the effluent is adjusted (neutralized) in house before
it is released to the Passaic Valley Sewerage Commission (PVSC) which
regulates the discharge under permit #/2040-1122. Automatic
Electro-Plating's permit is effective until July 14, 1991.

In January of 1986, AEP was determined to be in violation of Sections 307
and 308 of the Clean Water Act, 33 U.S.C. Subsection 1317, and Subsection
1318. A Civil Action Suit (86-0920) was filed by the United States
Environmental Protection Agency, Region II. Gerald Borriello, President of
AEP, signed a Consent Decree on April 15, 1987 for settlement of the pending
actions. A $100,000 penalty was psid for the violation by Automatic
Electro-Plating. -
A prospective acquisition of AEP stock by Gerald F. Mahoney and Sennody
Volkov in 1989, 4initiated the Environmental Cleanup Responsibility Act
(ECRA) pursuant to N.J.A.C. 7:26-B-1.6 (stock purchase and redemption
agreement of controlling share of assets of an industrial establishment).
Subsequently, a General Information Submission and Site Evaluation
Submission were filed with the Bureau of Environmental Evaluation Cleanup
and Responsibility Assessment (BEECRA) on November 30, 1989 and January 10,
1990 respectively. Both submissions were determined to be incomplete by the
Industriel Site Evaluation Element (ISE).

The Earth Technology Corporation, consultant to Automatic Electro-Plating,
submitted a ECRA Negative Declaration on April 6, 1990, but it was found to
be deficient. A revised declaration submitted on April 18, 1990 was waved
due to enforcement actions on the adjacent property. No sampling was
originally proposed for the facility. However, Mr. Borriello stated during
a site inspection on November 7, 1990, that the Department (presumably ECRA)
is requiring him to investigate contamination .on site through sampling.

LOT 6 AND 10, BLOCK 5005

The south-southeast portion of the Foundry Street Complex consists of Lots 6
and 10 (Block 5005). Ashland Chemical Company acquired the property from
Lasp Realty, Inc. in June, 1968. The two parcels are referred to as the
"West Plant" and lie adjacent to Arkansas Chemical. It should be noted that
the Ashland facility is divided in half by the New Jersey Turnpike. The
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SUBSTANCES DISCHARGED/ABANDONED:

The following contaminants were dotected in sediment samples, 8so0il samples,

and surface water samples collaected throughout the Foundry Street Complex by
the Bureau »f Planning and Assessment on October 14, 1988.

VOCs: Acetone, Benzene, 2-Butanone, Carbon Disulfide, Chlorobenzene,
Chlorsform, 1,1-Dichloroathane, 1,2-Dichloroethane,
1,2-Dichloroathena, Ethylbenzene, Methylene Chleride,
4=-Methyl-2+Pentanone, Tetrachloroethene, Toluene,
1,1,1-Trichloroethene, Viny! Chloride :

BNAs:

Anthracene, Benzoic Acid, Benzo(s)Anthracene, Benzo(b)

Fluoranthene, Benzo(k)Fluoranthene, Benzo (g,h,1) Perylene,
Banzo(a)Pyrene, bis (2-Ethylhexyl) Phthalate,
Butylbenzylphthalate, 4-Chloroaniline, 1,2 Dichlorobenzene, 1,3
Dichlorobenzene, 1,4 Dichlorobenzens, Dibenzo(e,h)Anthracene,
Di-n-Butylphthalate, Di-n-Octylphthalata, 2,4-Dichlorophenol,
Fluoranthene, Fluorene, Indeno (1,2,3,-c,d) Pyrene,
2+Nethylnsaphalene, Nephalene, 2-Nitroaniline, Phenanthrene,
Phenol, Pyrene, 1,2,4-Trichlorobenzene, 2,4,6-Trichlorophenol

PESTICIDES:

Aldrin, Dieldrin, 4,4'DDT, Arcolor 1248

METALS: Antimony, Arsenic, Barium, Cadmium, ChrOmium, Copper, Lead,

Mercury, Nickel, Silver, Vanadium, Zinc, Cyanide
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DESCRIPTION OF SITE CONTAMINATION:

LOT 21 (BLOCK 5005)

Hummel Lanolin Corporstion removed & 6,000 gallon underground storage tank,
used to store fuel ocil from the southwest corner of Lot 21 in 1985. The
location of this former tank was & major environmental concern of Hummel
Lanolin. As & result of this concern, Dames & Moore, consultants for Hummel
Lenolin, installed six soil borings in the area of the former tank. Soil
samples were <collected at six inches above  the saturation zone
(approximately 5.0 - 5.5 feet in depth) and six inches below the base of the
tank (approximately 10.0 - 10.5 feet in depth). It should be noted that
ground water was encountered at & depth of five and one half feet.

All twelve samples were found to have petroleum hydrocarbons ranging in
concentrations from 16 ppm to 1,720 ppm. Three samples analyzed for base
neutral compounds revesaled the presence of bis (Z-ethylhexyl) phthalate,
di-n-butyl phthalate, and nsapthalene. Other base neutral compounds were
detected but could not be definitively identified. The two samples
containing the highest concentrations of petroleum hydrocarbons were further
analyzed to determine their constituents (fuel oil or wool grease). High
concentrations of wool grease were detected in the sample taken from beneath
the tank. The other sample, which was taken above the saturation zone
revealed higher levels of fuel oil.

Six additional soil borings were made in the area of the former tank in
March, 1987. The soil samples collected from these borings contained VOCs
(i.e. benzene, toluene, 2-butanone, trichloroethane, 1,2-dichloropropane,
xylene) semi volatiles (i.e. napthalene, fluoranthene, pyrene, chrysene,
benzo(a)pyrene, phenanthrene), PHCs, and metals (i.e. cadmium, chromium,
copper, lead, zinc).

Dames & Moore installed four monitoring wells (MW) in the vicinity of the
former tank in July, 1987 to determine 1f ground water had been
contaminated. During the installment of MW-1, a sludge like material with a
septic odor, was encountered. On August 13, 1987, & soil boring was made
approximately one foot from Mw-1. The sludge material was not detected in
the soil sample taken from the boring, however, & septic odor persisted.
Contaminants detected in the sample included VOCs, B/Ns, pesticides and
metels (arsenic, csdmium, lead and zinc).

A ground water sample was extracted from MW-2 on August 17, 1987. Ne
significant levels (less than 1 ppm) of petroleum hydrocarbons and
oil/grease were detected in the sample. It should be noted that no analysis
for priority pollutants was performed on the sample. The presence of VOCs,
B/Ns, and metals in soil samples would suggest possible leaching of these
contaminants into the underlying ground water.

To further delineate the source of the sludge material, a sediment sample
was collected from the base of a manhole located 60 feet from the facility

-on the southern portion of the property. The sediment sample contained

VOCs, PHCs, and metals. These are the same types of contaminants present in
the soil sample taken from the boring next to Mw-1.
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RESPONSIBLE PARTY:

Automatic Electro-Plating Corporation (Duns #00-244-5500)
185 Foundry Street

Newark, NJ 07105-4208

(201) 589-0344

Block 5005, Lot 22

Registered Agent:

J.J. Longley )
426 Springfield Avenue
Summit, NJ 07901

Corporate Status:
Active; SIC 3471; Electro-Plating

Financial Status:
Sales $1,000,000 latest year 1989 (Dun & Bradstreet)

Principals:

President - Borriello, Gerald

260 Knoll Drive

Block: 2505 Lot: 7 (Park Ridge Borough, Bergen County)

Assessment:

$136,900 Land

221,400 Improvements
$358,300 Total Assessment
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CONCLUSIONS AND RECOMMENDATIONS:

Historically operations at the Foundry Street Complex have contributed to
contamination through the handling of hazardous substances and contributory
operations. Ellis R. Meeker's book entitled '"New Jersey, A Historical,
Commercial and Industrial Review', Commonwealth Publishing Company, 1906,
indicates that Central Dyestuff and Chemical Company manufactured tar colors
at their extensive plant at Plum Point Lane. This is substantiated by
information obtained through a title and deed search. Part of the property
making up the Foundry Street Complex was formerly known as Plum Point Lane.

According to the Encyclopedia of Chemical Technologf products recovered from
the fractional distillation of cosl tar have been the traditional raw

materials for the dye industry. Among the most important are benzene,
toluene, xylene, naphthalene, anthracene, acenaphthene, pyrene, pyridine,
carbozal, phenol and cresol. The reference further states that dye

companies expanded their activities -into the pharmaceutical field.
Pharmaceuticals such as sulfs drugs were derived from compounds already in
use as dye intermediates.

H.A. Metz & Company, Inc., successors to Consolidated Color and Chemical
Company by virtue of name change, was identified to have once manufactured
drugs at the Foundry Street Complex. This information was obtained from the
Industrial Directory of New Jersey (1931) and Sanborn Fire Insurance Maps.

Hummel Lanolin Corporation and Sun Chemical Company have investigated their
facilities located within the Foundry Street Complex for potential sources
of contamination pursuant to the Environmental Cleanup Responsibility Act
(ECRA). Extensive files are maintained relative to these activities with
ECRA.

NOTE: ECRA File Numbers are Provided on Page 50

Ground water samples taken from eight monitoring wells installed throughout
the Sun Chemical facility contained elevated 1levels of volatile organic
compounds (VOCs), base neutral compounds (B/Ns), petroleum hydrocarbons
(PHCs) and priority pollutant metals. Recon Systems Inc. determined that
the flow of ground water in the vicinity of the facility is from the south
in a radiel direction. Arkansas Chemical and Ashland Chemical Company's
Industrigal Chemical and Solvents Division are situated upgradient of Sun
Chemical. '

Widespread contamination has been documented throughout the "West Plant" of
Ashland's Industrial Chemical and Solvent Division. The west plant lies
approximately 300 feet south of Sun Chemical. Contamination on this
property has resulted from numerous spills, leaks, and poor house keeping
practices associated with the 200 Series tank farm, drumming warehouse, and
truck and rail car loading/unloading manifolds. The 200 Series tank farm
was used to store products such as mineral spirits, napthalene, plasticizer,
fuel o0il, toluene and xylene. In addition, halogenated VOCs (i.e.
1,1-dichloroethane, 1,1,-trichloroethane, tetrachloroethane), aromatic VOCs
(i.e. benzene, toluene, xylene) and petroleum distillates have been detected
in ground water and soil samples collected from the West Plant. The highest
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concentrations have been detected in the area of the former 200 Series tank
farm. It should be noted that most of the West Plant is not paved.

Arkansas Chemical Company occupied the adjoining property to the south of

Sun for approximately 47 years. It should be noted that Arkansas vacated
the premises in 1984. The two companies are separated by & narrow
driveway. Numerous storage tanks were wmaintained in the rear

south-southwest corner of the property (Lot 5), adjacent to building #28.
Arkansas used these tanks to store fuel oil, sulfuric acid, caustic sods,
mineral oil, naptha and other products. In 1981, a NJDEP, Division of
Hszard Hanagement representative noted weep holes in &8 caustic tank.
Spillage stained the ground below the tank and other tanks in the area.

In October, 1988, two soil samples were taken from the southwest corner of
the facility behind the former tank house. Both samples were obtained from
the same boring. The shallow sample (S-2) contained high concentrations of

VOCs (i.e. xylene, toluene, tetrachloroethylene, chlorobenzene,
ethylbenzene) and semi volatiles (i.e. napthalene, 2-methylnapthalene).
Only tetrachloroethylene was present in the deep sample (S-3). This

suggests that the contamination is the result of surface spillage which has
not deeply penetrated into the ground. Spillage from petroleum products was
observed on the ground in the rear (west side) of the property during an
inspection in 1984. In eddition naptha was stored in a tank near the sample
location. Napthalene and 2-methylnapthalene were detected in the shallow
soil sample. Spillage or leskage from the tank could have migrated from the
tank to this area.

It should be noted that the drainage system throughout the Foundry Street
Complex is & major source of contamination. Sediment and surface water
samples collected from the dreinage system in October, 1988, contained high
concentrations of VOCs, B/Ns, PHCs, PCBs and priority pollutant metals. The
drainage system essentlally consists of troughs embedded in the driveways
which are connected to sewerlines. A site inspection conducted at the
Foundry Street Complex on November 7, 1990, revealed that many sections of,
the drains had collepsed or were broken. Water observed in the drains had a
petroleum sheen on its surface and a heavy residue existed on the bottom.
It was also reported that the drains would frequently flood during periods
of rain. Any contamination in the drains could be redistributed over other
areas covered by the flood waters.

The drainage system connects to sewerlines located on the south side and to
the northwest of Sun Chemical. The sewerline on the south side, transverses
underneath the Sun facility. Both sewerlines are connected to an industrial
sewerline on Norpak's property to the north. The industrial sewerline is
connected to &8 city sewer on Roanocke Avenue. Four sediment samples were
collected from the drainage system and sewerlines surrounding Sun Chemical
on July 17, 1990. These samples contained elevated levels of VOCs, B/Ns,
organic acids, unknown semi volatiles, and priority pollutant metals.

Recon Systems, Inc. video inspection of the sewerlines on the premises of
Sun Chemical revesled numerous cracks and separations between the pipes.
Any contamination entering the sewerline could escape through these openings
into the surrounding soil.
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Drains from Arkansas Chemical were discovered to flow directly from Building
#126, #27 and 128 (See Attachment 4). The drains sre connected to the
drainage system in the driveway on the north side of the facility. Herman
G. Wieland, Chief Chemist of Arkansas, stated in &a Sewer Connection
Application dated October 27, 1980 that the plant's effluent is neutralized
in an outside tank and discharged into ‘''city storm sewers via covered
— ditches'. Waste water samples taken from Arkansas Chemical in October, 1981
contained trace concentrations of arsenic, cadmium, chromium, copper, lead,
mercury, nickel, and zinc. Mercury was detected in effluent samples taken
in June and July, 1981. These contaminants have been detected in sediment
samples taken from the drains throughout the Foundry Street Complex.

Division of Hazard Management personnel noted in 1981, that spillage from
- the process building (#28) could flow unobstructed into strip drains
outside. It was also indicated that drains located in the shipping building
(#27) flowed directly off the premises. In December, 1986, NJDEP personnel
observed powder and resin on the floors of the process building. In
addition, numerous fiber drums and lines on reactor/process vessels were
leaking their contents. The roof was also noted to be leaking which could
wash spillage into floor dreins that flowed into the dreinage system. Many
of the products removed from Arkansas Chemical by the EPA were base neutral
compounds, acids, cyanides, peroxides, flammables, halogenated organics,
oxidizers and organics.

Automatic Electro-Plating Corporation (AEP) has operated an electroplating
business on the western portion of Lot 22, adjacent to Sun Chemical, since
1972. The drainage system borders the facility on its north, west and south
side, and receives point sourge discharge and surface water run-off from
AEP. A sewerline on the east side is connected to a sanitary source at the
facility. Elevated levels of VOCs and priority pollutant metals were

o detected in a sediment sample (Sediment #2) taken from a catch basin where
the two sewerlines connect in July, 1990.

_— A flow diagram submitted by AEP to the Passaic Valley Sewerage Commission in
January, 1989 shows process lines from buildings #21 and #22 discharge into
the drain on the north side. High concentrations of arsenic, cadmium,
chromium, copper, lead, mercury, silver and zinc were detected in a surface
water sample (SW-4) taken from this drain on October 14, 1988.

This drain and the noted sewerline connect to one another at a catch basin
- situated near the corner of building #21. Elevated levels of VOCs, B/Ns,
PCBs, organic acids, unknown semi volatile compounds and priority pollutant
metals (i.e. cadmium, chromium, copper, lead, nickel, zinc) were detected in
. a sediment semple (Sediment #3) collected from this catch basin in July,
1990.

In January, 1989 -Gerald Borriello, President of AEP, informed the Passaic

Valley Sewerage Commission that his company does not discharge any cadmium,

lead, silver or cyanide into the sewage system. Automatic Electro-Plating's

ECRA General Information Submission (GIS) states that only nickel and zinc

- plating are conducted on site. These metals have been detected in sediment
samples collected from the drainage system.
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According to the Division of Environmental Quality (DEQ) Right to Know
Survey dated November 10, 1988, Automatic Electro-Plating Corporstion used
materials containing chromium, copper, nickel, silver, =zinc and cyanide.
The GIS 1indicated that dry chemicals are stored in building #19. Samples
SW-3 and SED-4 were obtained from the drain located on the west side of
buildings #21 and #22, and adjacent to the chemical storage area on October
14, 1988. High concentrations of metals detected in these two samples
suggest that run-off may be transporting spilled materials from the storage
areas into the drain. ,

Records obtained from the PVSC revealed that AEP once conducted chrome
electro-plating (see file copy of AEP General Information Sewer Connection
Application, 1980). An effluent sample taken on December 12, 1979, during
"usual electro-plating” operations contained arsenic, cadmium, chromium,
copper, lead, nickel and zinc.

In 1982, AEP informed the DWR that they are experimenting with nontoxic
products such as cyanide free plating solutions, and chromium free
passivities to reduce the discharge of chromium. Subsequently, AEP
consistently failed to meet electro-plating discharge standards which
initiated enforcement actions by the USEPA in 1986.

Another potential source of contamination may have originated from the
Polychrome Corporation, Cellomer Division. Sun Chemical stated in their
General Information Submission that Cellomer occupied the premises before
1967. Cellomer's address is listed as 185 Foundry Street in New Jersey
Industrial Directories from 1964 through 1966. There is no information
concerning the company's activities at the Foundry Street Complex.

In subsequent directories, the address was listed as 46 Albert Street,
Newark. Cellomer manufactures alkyd resins at this location. Some products
used include vegetable oills, polyols, phthalic anhydride, aliphatic and
aromatic solvents. The company submitted to the PVSC a base line monitoring
report (BMR) for process water samples taken during normal operations in

June, 1988. The samples contained detectable levels of benzene, benzoic
acid, methylene chloride, toluene, xylene, bis (2-ethylhexyl) phthalate, and
di-n-butyl phthalate. These substances have been detected in soil and

sediment samples taken from Sun Chemical.

In 1989, O'Brien & Gere Engineering, Inc. was retained to address compliance
with weste water discharge regulations. A compliance monitoring report
indicated that Cellomers regulated waste stream exceeded maximum
concentration limits for toluene, ethylbenzene, and phenol. In addition,
toluene and bis (2 ethylhexyl) phthalate were detected in the plant's
effluent. O0'Brien & Gere concluded that the company was not consistently
complying with standards for phenol, bis (2 ethylhexyl) phthalate, ethyl
benzene and toluene. These substances have been detected in ground water,
surface water and sediment samples collected from the drains around Sun
Chemical and Automatic Electro-Plating. Neither Sun Chemical or Automatic
Electro-Plating are known to utilize these substances, therefore
Polychrome's operation at Foundry Street are a 1likely source of this
contamination. Polychrome's Cellomer Division name was changed to Reichhold
Chemical Inc. in 1989.
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Avon Drum Corporation has operated a drum brokersge on the northern portion
of Lot 4, adjacent to Roanoke Avenue and west of the former Hummel Lanolin

facility for approximately 20 years. Historical aerial photographs
(EPI-IRC-6571, 6572, 6573) taken on September 6, 1978, revealed extensive
drum storage along Roanoke Avenue where Avon Drum operates. The ares

appeared to be heavily stained.

High concentrations of VOCs (i.e. xylene, tetrachloroethene, toluene,
ethylbenzene), semi wvolatiles (i.e. phenanthrene, di-n-butyl phthalate,
fluoranthene, pyrene, benzo(a)anthracene), PCBs, and priority pollutant
metals were detected in soil samples (S-12, §-13, §-14) collected from the
facility on October 14, 1988. Two soil samples (S-10, S$-11) taken at the
perimeter of the facility conteined significantly fewer contaminants at
lower concentrations. This implies that contamination is directly
associasted with site operations (i.e. drum storage). Representatives from
the Bureau of Compliance and Technical Services observed spillage throughout
the facility on November 7, 1990. During this inspection, a solvent odor
was encountered. Two operators at the Foundry Street Complex also stated
that the company washes drums out on the premises. Consequently any
remaining residues in the drums would be allowed to discharge onto the
ground. There is no protective barrier (i.e. concrete, asphalt) at the
facility.

Berg Chemical Co. and Conus Chemical conducted & chemical repackaging and
distribution operation in buildings #5, #5A and /7 locsted on the west side
of Lot 4 adjacent to the railroad tracks. Products handled at the facility
included acids, alcohols, solvents, petroleum products, corrosives,
reactives and flammables. A large inventory of these products were stored
inside &and outside of the buildings. The outside storage area lacked
adequate spill prevention structures to prevent spillage from seeping into
the ground. High levels of chloroform, 1,2-dichloroethene,
trichloroethylene, tetrachloroethylene, 2-methylnapthalene, benzoic acid,
phenthane, di-n-butyl phthalate, pyrene and butyl benzyl phthalate were
detected in a soil sample (S-9) collected near the drum storage area on
October 14, 1988.

An EPA inventory taken from drums located in the outside storage area
included trichloroethylene, chloroethylene, naptha distillate, benzyl
chloride, toluene and petroleum ether. Some of these substances were
detected in the soil semple. In Februery, 1990 NJDEP, DHWM personnel
reported that various spills of hazardous substances existed outside of the
facility. It was also noted that soils were stained along the western
portion (exterior) of Conus.

NJDEP representatives observed spillage throughout the inside of building #5
during a presampling site inspection in October, 1988. Conus stored a
variety of hazardous substances in 55 gallon drums, fiber drums, fiber bags,
small containers and above ground storage tanks. Spillage was also observed
inside on subsequent inspections. Floor drains in buillding #5 were
determined to curve towards the east side of the facility. This suggests
that the drains may be connected to the drainage system location in the
driveway outside. Any spillage resulting from repackaging could flow or be
washed into the floor drains.
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High concentrations of VOC (i.e. methylene chloride, 1,l-dichloroethene, 1,2

dichloroethene, 1,2 dichloroethane, 2-butanone, 1,1,1-trichloroethene,
xylene, trichloroethylene, benzene, tetrachloroethylene, toluene,
chlorobenzene), semi wvolatile (i.e. 1,2-dichlorobenzene, napthalene,
2-methylnapthalene, phenanthrene, . fluorene, flouranthene, pPYyrene,

butylbenzyl phthalate, bis (2-ethylhexyl) phthalate) pesticides, PCBs and
priority pollutant metals were detected in & sediment sample collected from
the drain situated between Conus (Building #5) and RFE Industries (Building
#1) on October 14, 1988.

An inventory of hazardous materials found in . building #5 included:
Petroleum product residue, naptha sillate, kerosene, mineral spirits,
n-butyl lactate, dry cleaning solution to name a few. Other potential
sources of contamination detected on the west-northwest side of Lot 4 may
have originated from operations conducted by Coronet Chemical Co., Grignard
Chemical Co. Inc., Honig Chemical and Processing Co., Hummel Chemical, RFE
Industries, Morrel Truck Services, and County Lift Truck Service.

Grignard Chemical Co. manufactured lubricating oils, cutting oils, cleaners
and preservatives in building #7. This consisted of blending materials such
as petroleum oil, alkaline additives, chlorinated hydrocarbons and diester

compounds with non-hazardous components. Grignard's "Site Evaluation
Submission" dated August 21, 1990 included & Hazardous Substance/Waste
Inventory List (Appendix D). The 1list notes that Grignard used

dichlorobenzene, dichloromethane, 1,1,1-trichloroethane and petroleum
distillates. High concentrations of dichlorobenzene, 1,1,1-trichloroethane,
and B/Ns were detected in sediment sample (SED-5) collected from the drain
outside building #5 on Octobes 14, 1988. Petroleum distillates with high
molecular weights will be present in the base neutral f£raction. Such
compounds might be related to B/Ns contamination detected in the ditch.

The company has not manifested any hazardous waste from their facility
between 1980 and 1589. Grignard reportedly received a shipment of PCB
contaminated transformer oil from G&S Motor Equipment Company in 1981,
According to Grignard's response to a '"Request for Information" dated
January 8, 1991, indicates they are no way related to G&S Motor Equipment
Company. High concentrations of PCBs (Arcolor-1248) was detected in the
previously noted sediment sample.

Another potential source of contamination is Coronet Chemical Company. The
company reclaimed napthalene from spent teflon etching solutions in building
##9 during the early eighties. Waste generated from the reclamation process
was disposed in a dumpster. Leaking drums of napthalene were observed
during RCRA inspections at the facility. The location of the dumpster and
leaking drums are not known. However, discharges from either source could
seep into the ground or migrate into the drain on the west side of Coronet
Chemical.

Coronet Chemical was also developing & sodium dispersion to destroy PCBs.
However, it is not known if the company inventory of hazardous substance
included PCBs. It should be noted that high concentrations of napthalene
and PCBs were detected in sediment sample (SED-5) collected on October 14,
1988. Coronet Chemical was evicted from the facility in 1986. Numerous
drums containing metallic sodium were abandoned in building #&4. This
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building was used for storage. Inspection of the building in July, 1987
revealed that one of the drums had reacted.

Grignard identified Honig Chemical and Processing Co. as having opersated in
building #/7 and #8 during the early seventies (1970-1975). This information
was stated in Grignard's ECRA Site Evaluation Submission. 1In October, 1988
Gerald Berriello of Automatic Electro-Plating stated that Honig operated in
a building next to Conus Chemical which exploded. It should be noted that
building #13 was destroyed by an explosion in 1962. This is stated in &
Newark, Division of Inspections Violation Report.

Honig manufactures organic chemicals at & facility located at 4146 Wilson
Avenue, Newark, NJ. According to the Division of Environmental Quality,
Right to Know Survey, Honig Chemical wuses the following hazardous
substances: Arsenic trioxide, barium nitrate, benzene, chloroform,
dichloromethane, lead nitrate, mercury chloride, mercury acetate, mercury
metal, petroleum spirits, pyridine, silver nitrate and toluene. High
concentrations of arsenic, barium, lead, mercury and silver were present in
a soil sample (S-6). The sample was taken on the west side of building #15
where it was once attached to building #13. High concentrations of acetone,
barium, benzene, chloroform, toluene and pyrene were detected in sediment
sample (SED-5) collected from the drain between building #1 and building #5.

Hummel Chemical is also believed to have operated on the west side of the
Foundry Street Complex according to Howie Levy of Fleet Auto Electric. This
information was obtained during & presampling site inspection in October,
1988.

Hummel Chemical Co. Inc. sddress 1is listed as 185 Foundry Street in New
Jersey Industrial Directories from 1966-1970. A "Request for Information"
was issued to Hummel Croton Inc. (HCI), successors of Hummel Chemical, on
December 7, 1990. HCI's response dated December 28, 1990 verified that
Hummel Chemical operated at the Foundry Street Complex until April of 1968.

The company supplied chemicals to the pyrotechnic industry. Most of the
items handled were purchased from other companies in truckloads, rail car,
and less than truckload quantities. It should be noted that only the west
side of the Foundry Street Complex is serviced by a rail siding. HCI claims
that most of the chemicals were shipped out in their original container
without being opened. Hummel Chemical also grinded nitrates on the
premises. Such operations at the HCI facility in South Plainfield has
contributed to soil contamination. Airborne particulate genersted by the
grinding process would accumulate around ventilators on the roof.
Subsequently particulate would wash off the roof from rain and onto the
surrounding grounds.

Soil samples (S-7, S-8) taken on the west side of building #5 and #7
contained high concentrations of antimony, cadmium, chromium, copper, lead,
mercury, nickel and zinc. HCI indicated that Hummel Chemical handled
antimony sulfide and zinconium powder. They may have also handled copper
oxide, copper oxychloride, lead chromate, lead dioxide, lead oxide, =zinc
dust, zinc oxide at the site in Newark. These products are used at the
South Plainfield facility.

843600026




‘. ’\‘: /’\
FOUNDRY STREET COMP X
PAGE 47

Hummel Chemical was slso & producer of Class JI11 organic chemicals at the
Foundry Street Complex according to a USEPA publication entitled ''Dioxins"
(EPA 600/2-80/197) November, 1980. These organic chemicals are precursor of
dioxins. Compounds identified included 2,4-dinitrophenoxyethanol,
3,5-dinitrosalicyclic acid, hexachlorobenzene and picric acid. On October
14, 1988, four soil samples were collected from the Foundry Street Complex
and analyzed for the 2, 3, 7, 8 TCDD dioxin isomer. However, none of these
samples were taken from areas where Hummel Chemical is believed to have
operated.

The ground in a small yard, approximately 50 x 20 feet, situated between
Morrel Truck Service (Building #9) and County Lift Truck Service (Building
##14) was saturated with oil during & site inspection by the Bureau of
Compliance and Technical Services (BCTS) Special Investigation Section
personnel on November 7, 1990. In addition, there was evidence of a recent
spill where speedy dry had been applied. Spillage was also observed around
the drain in the driveway which separates the two facilities from Conus
Chemical. The yard contained an assortment of oily/greasy truck parts (i.e.
engines, rears, transmissions). These parts were laying directly on the
ground without any type of barrier. It should be noted that Morrel repairs
trucks and County Lift operates a forklift rental business. Spillage in the
yard can penetrate underlying soils or be washed into the drain when it
rains. :

RFE Industries occupies building #1 which sbuts Roanoke Avenue on its north
side. On November 7, 1950 approximately ten 55 gallon drums were observed
by BCTS personnel in the driveway outside of building #l. Upon closer
inspection of the drums, it wses discovered that some of the drums had been
turned over to sllow any remaining contents to drain out. The contents of
these drums flowed into a large pool of water in the driveway. The drums
were marked 'Proprietary Solvent Mix #100" contained denatured ethyl
alcohol. Such practice by RFE Industries has contributed to on-site
contamination. Other types of materials handled are unknown.

C.W.C. Industries, Inc. stored raw materials (i.e. isopropanol, methyl ethyl
ketone, toluene, V.M.P. naptha, methancl) and process residues in a small
fenced yard located adjacent to the south side of building #17 and the west
side of building #18. On November 7, 1990 staining was observed on the
concrete throughout the yard and on the east side of building #18. The
concrete in the yard contained many fractures. Any spilled or lesaking
substance could penetrate the underlying soil through the fractures or
migrate into a drain located outside the fence. No diking exits around the
storage yard.

High levels of VOCs (i.e. 1,1-dichloroethane, 1,2-dichloroethane,
trichloroethylene, benzene, &4-methyl-2-pentanone, toluene, chlorobenzene)
were present in a surfsce water sample collected from the south side of
building #17 on October 14, 1988. An active flow was noted in the drain
during the sampling. C.Ww.C. uses toluene. The company applies solvent
based surface coatings to polyesters. It is not known if any floor drains
are connected to the drainage system or if process effluents is discharged
into the drain.
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Contamination (i.e. VOCs, B/Ns, priority pollutant metals) detected on the
property of Hummel Lanolin Corporation (HLC) may have originated from two
sources. An industrial sewer line runs underneath the property before
connecting to & city sewerline on Roanoke Avenue. The 4industrial sewer
receives discharge and run-off from the Foundry Street Complex. In July,
1987, a black sludge-like material with & septic odor was encountered during
the installation of monitoring wells near the sewerline. The sludge
material contained VOUs, PHCs, and metals. A sediment sample collected from
a manhole on the sewerline, located upgradient of the facility, contained
VOCs, PHCs, and metals. Similar contaminants (i.e. VOCs, PHCs, metals) were
present in & sludge sample taken from a basin on. the north side of HLC
process building. The sludge had back flowed into the basin from the
industrial sewerline. It should be noted that the basin is located
downgradient of where contamination was detected. Priority pollutant metals
(i.e. cadmium, chromium, copper, lead, nickel, zinc) detected in the sludge
are used by Automatic Electro-Plating located upgradient of HLC.

Dames & Moore, consultants for HLC, determined that ground water in the
vicinity of the former underground storage tank flowed in a east-southeast
direction in July, 1987, Soil borings made in the vicinity of the tank
contained elevated levels of B/Ns (i.e. napthalene, fluoranthene, chrysene,
pyrene, benzo(a)pyrene, phenanthrene). High concentrations of base neutral
compounds were detected in five soil samples collected from Avon Drum on
October 14, 1988. Avon Drum is located adjascent and hydraulically
upgradient of Hummel Lanolin Corporation. HLC did not use any VOCs, B/Ns,
or priority pollutant metals in their operations.

Rem Realty purchased Lot &4 in. May, 1962. Anthony A. Coraci, Vincent J.
Coraci and Mary Coraci were the incorporators of Kem according to the
Certificate of Incorporation. A deed between Kem Reslty and Hummel Lanolin
dated February 28, 1964, identified Vincent Coraci as the President of Kenm.

In April, 1976, Kem Realty merged with several companies including Norpak
Corporation to form Torco Investment Corporation. Torco's name was
subsequently changed to Norpak Corporation by a Certificate of Amendment to
a Certificate of Incorporation. Norpak's and Torco Investment Corporation's
address are both listed as 70 Blanchard Street, Newark.

By Certificate of Merger dated December 31, 1980, Norpak merged with Norpak
Specialties Corporation, Leeds Enterprises, and Abar International

Corporation forming ACC Transitional Investing Corporation. Anthony A.
Coraci is listed as the registered agent for Norpak Specialties, Leeds, and
Abar. A Certificate of Incorporstion for ACC Transitional Investing

Corporation identifies Anthony A. Coraci, Vincent J. Coraci and Mary Coraci
as the first Board of Directors.

ACC conveyed Lot 4 to Norpak on November 11, 1981. A.A. Coraci is currently
the President of Norpak Corporation, 70 Blanchard Street, Newark, New
Jersey. Therefore, Norpek Corporation, Anthony A. Coraci, Vincent J. Coraci
and Mary Coraci have owned Lot &4 since 1962 and subsequently leased out
space in buildings on the premises. Numerous discharges have occurred on
the property as a result of tenants on site. Norpak and its officers have
not made any attempts to remediate contamination on site.
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The City of Newark, Division of Inspections issued & Certificate of
Occupancy to Essex Chemical for 185 Foundry Street on November 7, 1971.
Peter Chan of C.W.C. Industries stated that Essex Chemical once operated in
building #17 during a presampling inspection on October 7, 1988. Essex
Chemical manufactures inorganic chemicals at a facility on Doremus Avenue.
The Division of Environmental Quelity, Right to Know Survey indicsated that
Essex Industrial Chemical uses: Acetone, chloroform, chromium oxide,
chromium and compounds, lead nitrate, lead &and compounds, and silver
nitrate. These substances have been detected in a sediment sample (SED-5)
collected from the drain outside of building #5.

ABC Demolition Company was evicted from building #15 by Norpak in October,
1989, The company renoveted old buildings and disposed debris from their
projects on the property. On November 2, 1989, approximately 13 x 55 gallon
drums were observed around the exterior of building #15. Subsequent
inspection of the interior of the building discovered additional drums. The
Bureau of Compliance and Technical Services, Special Investigation Section
determined through their investigation that Norpak, the property owner, was
the only viable responsible party (Norpak/ABC Demolition file).

Ace Chemical Corporation was identified as having operated at the Foundry
Street Complex according to & Newark, Department of Health and Welfare,
Division of Inspections list of "Hazardous Waste Addresses” dated March 12,
1979. Apparently, no certificate of occupancy was issued for this operastion
by the City of Newark. No other information is known about the company's
operations at the Foundry Street Complex.

Tennant Chemical Corporation .and Weston Chemical Corporation were also
identified as site operators through "Applicstion for Building Permits”
issued by the City of Newark. Both companies manufactured chemicals. No
other information is known about their operations. Arkansas Company, Inc.,
Central Dyestuff and Chemical Company, Chemical Industries, Inc.,
Consolidated Color and Chemical Company, Coronet Chemical Company, Galaxy
Inc., H.A. Metz Company, Inc., Ohmlac Paint and Refinishing Company, Tenant
Chemical Corporation, and Weston Chemical Corporation hsve been determined
to be dissolved,

Ashland Chemical Company, Automatic Electrc-Plating Corporation, Avon Drum
Corporation, Berg Chemical Company, Inc., C.W.C. Industries, Inc., Conus
Chemical Company, Inc., County Lift Truck Service, Morrel Truck Service, and
RFE Industries have been identified a&s primary responsible parties. The
City of Newark, Foundry Street Corporation, Norpak Corporation, and Torco
Investment Corporation have also been identified &#s primary responsible
parties for being the owners of the contaminated property located on Lots 4,
5, and 22 (Block 5005).

Essex Chemical Company, Fleet Auto Electric, Grignard Chemical Company,
Inc., Honig Chemical and Processing Corporation, Hummel Croton Inc., and
Reichhold Chemical Company are potential responsible parties. These
companies once operated at the Foundry Street Complex and used substances
similar to those detected on site. However only limited or no information
exists concerning their activities at the subject site.
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Ashland Chemical Company (Case #88695), Hummell Lanolin Corporation (Case
#86732) and Sun Chemical Company (Case #86960) have initiated sactions to
investigate and remediste contamination detected at their facilities
pursuant to the Environmental Cleanup Responsibility Act (ECRA). Other ECRA
investigations at the Foundry Street Complex include: Automatic
Electro-Plating Corporation (Case #85708), Berg Chemical Company, Inc. (Case
#90289), C.W.C. Industries, Inc. (Case #90598), Conus Chemical Company, Inc.
(Case {/90217), Grignard Chemical Company, Inc. (Case #90624).

It is recommended that information provided in this report should be used as
a tool to assist in the evaluation of ongoing ECRA investigations (i.e. Berg
Chemical, CWC Industries, Inc., Conus Chemical, Grignard Co., Inc.). This
may be valuable in determining sampling locations and sampling plans at the
noted facilities.

Site investigations conducted by Sun Chemical and Hummel Lanolin Corporation
have indicated that ground water is contaminated at the Foundry Street
Complex. Therefore all responsible parties and potential responsible
parties identified in this investigation should be held jointly and severely
liable for contamination of ground water pursuant to the Spill Compensation

and Control Act. Their handling of hazardous substances and contributory
operations (i.e. storage, processing) have contributed to contamination as
noted in this report. It is recommended that an Administrative Consent

Order be drafted and issued to the identified responsible parties to address
the ground water contamination.

Recovery of administrative costs charged to this case (Project Activity Code
JNK and JNM) should be an objective of Department actions. Contact this
bureau regarding information or questions on the subject case file.

INVESTIGATOR:

Paul Smith

Environmental Specialist

NJDEP-Division of Hazardous Waste Management
Bureau of Compliance and Technical Services
Special Investigations Section

401 East State Street

Trenton, NJ 08625

(609) 633-0700
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PASSAIC RIVER STUDY AREA

Automatic Electro lating Cor*)oratior
Arkansas Chemical Foun ry Street Complex

185 Foundry Street
Newark, New Jersey

KEY TQ MAP:
Yellow Line - Sewer discharge pathway 1o Passaic River

Groea Dot - Direct dischbarge to Passaic River
Blus Dot - Storm sewer discharge to Passaic River

' Yellow Dot - Combined sewer outfall ("CSO") discharge
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January 24, 1979

Honorable Kenneth A. Gibson, Mayor
City of Newark

City Hall

920 Broad Street

Newark, New Jersey 07102

Re: Pollution Abatement
Dear Mayor Gibson:

In accordance with our contract dated February 15, 1978, sub~-
mitted herewith is our report on the sources of pollution discharging
to the lower Passaic River during dry weather from the Roanoke Avenue
combined sewer system and the Blanchard, lockwood, and Brown Street
storm sewer systems. Each system is discussed in a separate section
which contains:

(1) A description of the existing sewers.
(2) Findings of the physical inspection.
(3) Conclusions and recommendations applicable to that systenm.

Appropriate additional items are included as follows:

(1) For the Roanoke Avenue combined sewer system {Sectiom III),
a hydraulic analysis is presented. Significant conclusions
are:

(a) all dry weather overflows may not be eliminated by re-
habilitation of the existing system alone; but either
flow routing, using storage available in the existing
severs, or increased interceptar csapacity is required;
and,

(b) a faulty regulator results in all sewage flows dis~-
charging untreated to the Passaic River.

{2) For the Blanchard Street storm sewer (Section IV), the re-
sults of dry weather flow sampling and gauging, smoke test- KX
ing and T.V. inspection are presented. Significant conclu~ s,
sions are the need to: s

L (a) replace about 1,300 feet of existing 24" storm sewer
o which appears in danger of collapse,

(b) improve housekeeping around industrial railroad sid-
ings, and,
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City of Newark Page 3
City Hall

920 Broad Street A ik

Newark, New Jersey 07102

Honorable Kenneth A. Gibson, Mayor ‘_La January 24, 1979

We would be pleased to meet with you to review any matters con-
tained herein. We wish to express our appreciation of the assistance

given us by members of your staff, particularly Mr. Robert Benz, in
carrying forward this work.

Very truly yours,

CLINTON BOGERT ASSOCIATES

Herbert L. Kayfman
P.Ei,‘NoJu Li + No. 136&7

HLK:omb
Eaclosure
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I. Introduction

Polluted liquid wastes are being discharged into the lower
Passaic River from four sewers owned by the City of Newark. These
wastes include continuocus discharges froam the wet weather outfall of
the Roanoke Avenue combined sewer, and the Blanchard Street and the
Lockwood Street storm sewers, and intermittent discharges from the
Brown Street sewer. During dry weather, no flow should be discharged
from the Roanoke Avenue outfall and only non-polluted water from the
Blanchard Street, lockwood Street, and Brown Street storm sewers,
however, high levels of pollutants have been detected in the dry
weather discharges at all four locations. The following ranges of
pollutant concentrations and pH have been reported by the Passaic
Valley Sewerage Commissioners (PVSC) during the last two-years.

Pollutant Concentration

(ppn)
Location Iss con BOD pH
Roanoke Avenue 5-1428 116-15600 102-6300 2.0-7.3
Blanchard Street 5-1070 51-2815 7-420 1.9-8.2
Lockwood Street 16-3148  119-3408 8-840 3.3-9.2
Brown Street 7-93 42-352 16~135 6.2-9.8

A non~functioning regulator causes the dry weather discharge at
Roanoke Avenue. Illegal connections, surface chemical spillage and

contaminated groundwater are the sources of pollutants detected in
the three storm sewers.

Water from the Passaic River may enter all four sewers with the
incoming tide and dilute the pollutant concentration. The pollutants
may also be carried upstream of their entering points. Polluted flow
from the sewer increases in rate with the falling tide. The highest
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I1. SCOPE OF WORK

The PVSC industrial waste surveys for each industry in the tri-
butary area have been reviewed and the probable pollutants in each
industrial waste compared with those found in the sewer discharges.
All manholes, regulators, tide gates, and inlets have been inspected.
The condition and serviceability of sewerage facilities was noted.
Connections to manholes and inlets and other sources of flow were
located. Spillage and housekeeping procedures at the various indust~
rial facilities were observed. Dry weather flow sampling points were
selected, and dry weather flow sampled to isoclate sources of pollu~
tion entering the storm sewer systems. Where possible, storm and
sanitary sewvers were smoke tested to locate cross connections, and
the sections of storm sewer suspected of having industrial waste
connections were inspected with closed circuit television. In some
reaches, television inspection was not possible because of physical
blockages or waste pools resulting from irregular sewer grades., The
condition of the various pipes was determined and the location of
improper or suspicious conmnections noted. The results of these in~-
vestigations were analyzed and are presented in this report. Recom-

mendations for eliminating all the sources of pollution identified by
the described techniques are included.
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III. Roanoke, Doremus and Wilson Avenue Sewers
A. Existing Sewers

The present sewer layout is shown on Plate 1. The manholes on
Wilson Avenue are numbered consecutively from W-1 in the Avenue "P"
intersection to W-9 on the westerly side of Doremus Avenue. The
manholes on Doremus Avenue are numbered consecutively from D-1 on the
northerly side of Wilson Avenue to D~28 on the southerly side of the
Roanoke Avenue regulator. Changes made in 1951 to saccommodate con-
gtruction of the New Jersey Turnpike included conmstruction of the
Avenue "P" regulator on the 54-inch Roanoke Avenue combined sewer at
a point approximately 1425 feet upstream of Doremus Avenue. The re-
gulator was planned to divert all dry weather flow to the Doremus
Avenue interceptor through a new 24-inch sanitary sewer paralleling
the 54~inch Roanoke Avenue combined sewer. The combined sewer down-
stream of the Avenue "P" regulator was converted to a wet weather
outfall., The 18-inch sanitary sewer in the northern portion of
Doremus Avenue was connected to the new 24-inch sanitary sewer by an
inverted siphon passing under the S4-inch Roanoke combined sewer and
its flow bypasses the old Roanoke Avenue regulator which was sealed
off and abandoned. Sewage in the Doremus Avenue sewer flows to the
Wilson Avenue interceptor and discharges to the PVSC interceptor.
All excess wet weather flow in the Roanoke Avenue combined sewer was
intended to overflow the Avenue "P" regulator weir and discharge to

the Passaic River.
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B. Physical Inspection Findings

(1) Avenue "P" Regulator and Roanoke Qutfall Sewer

The Avenue "P" regulator is not functioning. Over two feet of
dry, graanular sediment blocks the regulator gate chamber and prevents
flow between the diversion chamber and the Roanoke Avenue dry weather
sewer. As a result, all flow in the Roanoke Avenue combined sewer
enters the Passaic River through the Roanoke Avenue outfall, There
is no visible evidence of chemical attack or deterioration of the
concrete regulator structure. The regulator mechanism is corroded
and not functional. A wooden overflow weir, provided in the diver~
sion chamber, is intact. This weir does not cause the upstream pipe
to surcharge above the crown in dry weather. It does reduce upstream
flow velocity and causes sedimentation. About 0.5 feet of primarily
granular sediment was found in the combined sewer above the regula-
tor. This material accumulates in dry weather and the lighter frac-
tions, probably including most organic pollutants, may be flushed
toward the Passaic River during relatively small rainfall events.
Tests of wet weather flows in other areas indicate the flushing of
such solids is accompanied by a large increase in BOD. High tides
cause backup, reduce velocities, and cause sediment accumulation in
the Roanoke Avenue outfall during dry weather. Some of this material
may be carried away by the flow at low tide and some is scoured out
by wet weather flows. About 0.2 feet of primarily granular sediment
was found in the outfall sewer downstream of the Avenue "P" regula~
tor. The size of this sewer changes to 60-inch at a manhole on the
easterly side of Doremus Avenue, Remnants of the brick dar, used to
divert flow into the Roanoke Avenue regulator, were observed in this
manhole. There are two tide gate chambers in the 60-inch outfall.
Both tide gates can swing open but neither can close completely be~

cause of sediment. No deterioration of the coancrete was visible in
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the tide gate chambers. A lump of bituminous material is partially
blocking the discharge of the 60-inch outfall.

(2) Roanoke Avenue Sanitary Sewer

The 24-inch Roanoke Avenue sanitary sewer does not receive any
flow at its upstream end because of the previously described blockage
in the Avenue "P" regulator gate chamber. The manhole in the 24~inch
sanitary sewer immediately downstream of the regulator contains over
two feet of dry sediment. The sewer receives flow from the Pire
Consol Chemical Company downstream of that manhole. About 0.5 feet
of a black, tar-like sediment was found in the sewer downstream of
the Pitt Consol connections. The same black material was observed on
the ground surface at the Pitt Consol plant. This material was not
evident upstream of the Avenue "P" regulator or in the Roanoke Avenue
outfall. 1Its source is evidently Pitt Consol. Sampling and analysis
done jointly by the PVSC laboratory and Pitt Consol also detected
chemicals used at the plant in the Roanoke Avenue outfall. However,
no connections from Pitt Consol were found in the outfall. Spillage
appears to have contaminated the groundwater and some appears to be
leaking into the outfall. Groundwater pollution may alsoc be leaking
directly into Newark Bay. Groundwater pollution was not investigated

since it was outside the scope of this study.

(3) Doremus Avenue Interceptor

The Doremus Avenue interceptor receives flow from the Roanoke
Avenue sanitary sewer. Severe sedimentation was noted in this line.
The first four lengths of 24~inch pipe upstream from Wilson Avenue
(D-1 to D-5) were constructed on a reverse grade and the f£ifth length
(D-5 to D=6) laid flat. The invert at Wilson Avenue is 1.2 feet
higher than the low point where the minimum flow depth 1is greater
than half pipe. Further upstream the sewer size changes frnm 24-inch
to 22-inch and then to 20-inch in diameter. Sediment depth in the
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Preliminary Assessment

-

Foundry Street Site/Arkansas Chemical

171-183 Foundry St.

Newark, Essex County
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POTENTIAL HAZARDOUS WASTE SITE LOENTVICATION
< EPA PRELIMINARY ASSESSMENT . $TINTIG 31T sk
PART 1. SITEINFORMATION AND ASSESSMENT

L SITE MaAME AND LOCATION
Ol STl Aot Laps @SN @ GETTIG asme § Sy CIITAAL!. ACTE Q.. OR SPMCFC LOCATION P LR

Foundrv Street Site/Arkansas Chemical 171-183 Foundrv Street
Y- 04 3TATE|3S DP CIOL |08 COMNTY °'§§; rg~—a

- 3 34
Newark NJ Essex "]
00 COOADmAIES LaNTUDE LONG TUOE
40° 43° 34" 74°_ 08" Q_l_'_: R Block 5005 Lot 5

18 OALCTONS 10 HTL (newny cur mees s aow .
New Jersey Turnpike to Exit 15 E. Get onto Doremus Ave. and make a right onto Roanoke

Ave. Follow Roanoke to Foundry St. The site is approximately 1000 feet down Foundry
Street.
;. RESPONSIBLE PARTIES

61 Qv A » emem S ITRLLY .Gramans sy waeeaem
Cicy of Newark 920 Broad Sctreet
Y-1a] Ce STATE| 08 2p COOK 64 TILLPeO e i
Newark NJ t }
o8 3TALLT
@1 OPLALATCON u——-—T——-—-‘ (fO r owner & [ 7§ g g e—p————
Arkansas Chemical Co. operator) 171-183 Foundrv St.
S CTY 10 3Tat V129 CT00 13 TLLEPwret mantd
Newark NJ { }
13 TYPE OF Swng R s Cams oo
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gy ¢ Sty
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wOnrm 340 *qal _Intw e 14ad
IV. CMAAACTERIZATION OF POTENTIAL MAZ2ARD
01 Sm &TY mIPES IO 87 (Come & o aumw
Orves oare __Numerpus -4 B S 8 EFACTNTRACTOA T c stare 3 0. OTHMER SONTRACTSA
~ no -Omin daY Y¢ad CELCCALmEALTMCPFECAL 7 OTHER:
- + hemm———y
_ CONTRASTCA MAME!S)
G2 5TE 374 TUS e wu 63 YLARS CF OPEAL T
T AACTVE D8 MACTVE G C. UNKNOWN 1943 | 1983 - — O UNKNE W
M G, *4 a8 O, * 0l

¢ SESCAL PO OF SLASTANCES PCIIMAL Y PRESENT MWl O8 aLLEGLD
Numerous hazardous substances including benzene, carbon tetrachloride, l 4 dioxane,
methyl isocyanate, and many other toxic, corrosive and flammable substapces have been

abandoned at the site.

:sacwvaawmmmrommw
Due to deteriorating conditions present at the site and the presence of flammable,

explosive and highly toxic substances, a potential for population exposure exists.
The site is near heavily travelled roadways and residential areas, a potential for air,

groundwater, surface water and soil contamination also exists.
V. PRIOAITY ASSESSMENT
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Dave Beeman NJDEP /DWM/Metro Field Office '201' 669-3960
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1 Robert Beretsky | NJDEP HWM/BPA 16091 633-2215 | ——wtmr o

(P4 FORN 201012 (7 43)
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SEPA - Thmumvamnumem [N
PART 2- WASTE INFORMATION
U WASTE STATES. OUANTITIES. AND CHARACTERISTICS —
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WENTVICATION
3 POTENTIAL HAZAROOUS WASTE SITE e
< ERA PRELIMINARY ASSESSMENT R
A Y4 PART 3+ DESCRIPTION OF HAZARDOUS CONDITIONS AND INCIDENTS
|

L MAZAARDOUS CONDITIONS AMD INCIDENTS

) O POTENTIAL o ALESES

82 O OBSERAVED (DATE

01 w A& GAOUNDWATEA SONT AMNATION
Ot NAAALTIVE DESC AP TION

03 POPULATION POTENTIALLY AFFECTED:
Chemicals spilled on the ground surface may migrate through the soil column and
contaminate groundwater in the area.

Att. B,C
S AT SO ey APFECTED 02 RARAATVE GLSCRISTION Lo e maeme
Spilled chemicals could migrate to storm drains via runoff. Storm drains at the

site discharge to the Passaic River.

Att. B,C,D )
01 1. £ CONTAMNATION OF AA 02 - CaseAavenDatt LJJ3/RL 2 POTENTIAL L Akoid
03 POPULATION POTENTIALLY ASFECTED. O MARALATIVE DESCAP TON

Chcmical odors were observed by DEP personnel near the tank storage area and in the

process building during an inspection at the site.

Att. B,Fp. 1 _
i O #POTEN DAL o AEGED

Q1 .. D FAEEXPLOSIVE CONSIMONS Q2 & OBSEAVED (OATE
03 POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESCAPTION

Poor hoysekeeping by the former owners and vandalism at the site have allowed
potentially incompatible substances to mix. Fuming and smoking bottles of materials

were observed during an inspection of the site.
Arr, B F
— T T :

. - I, il

2 PCRULATION PCTE~TIALLY AEIECTED Sa NARMATIVE DESCAPTICN |
Trespassers on the property come into contact with hazardous substances located
throughout the site. Extremely hazardous materials including methyl isocvanate have

been discovered in easily accessible buildings at the site. Att. G,H,I

-

G S F CONnNTAMNATION OF SOU G2 O OBSEAVED IDATE. ] [3 POTENDAL O AN LD
02 AREA POTENTIALL T AFFESTED Ot MARAAY IVE DESSAS TION

Spillage of chemicals at the site is evidenced by stained areas around storage tanks.
The lack of adequare secondary containment systems allows for migration of chemicals

into the soil. Att. B,C

Q1.5 DRNWRING WATER CONT AMMATION 02 {J OBSERVED (DATE
) POPULATION POTENTIALLY AFFECTED 04 NARALTIVE DESSRALPTION

There are no water supplies within a mile radius of the site, therefore no potential

I w POTENT WAL = AMEGED

exists.

} o POTENTWAL o ALEGES

01 _ m WORKER EXPOSUALINIUAY 32 C OBSEAVED 1DATE
C3 WORREAS PCTENTIALLY AFFECTED: Gt NARRATIVE DESCRIPTION
Workers involved ‘with the cleanup of the site could be exposed to hazardous materials.
Employees of nearby industries could also be exposed to materials or odors from the

N

site.

Att. B,F
01 -1 POAULATION EXPOSURE NJIURY 07 .. QBSEMVED(DATE ) - POTENTML - ALLECED
CI POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESSIP TION

Trespassers on the property could be exposed to hazardous subscances located throughout
the site. (Motorists travelling on the nearby NJ Turnpike or Route 1 & 9 could be
exposed to toxic fumes which could emenate from the site as a result of mixing of
incompatible materials or fires at the site.)

Att. G,B

€EPAFOAM 207D 1270014
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- POTENTIAL HAZARDOUS WASTE SITE L IDENTIFICATION
o~ alfabodud ot S
MINARY A T t STATL|G2 HT] mamdA
\-',EPA PRELI AY ASSESSMEN

PAATI-DESCRIPTION OF HAZARDOUS CONDITIOMNS AND INCIDENTS
U RAZAADOUS CONDIMONS AND INCDENTS Cammmaw -

01 T 4 DamaGE TO ALOAA 02 O QRSEAVED (DATE ) O POTENTIAL 0O ALEQED

| Od NARRATIVE DESSATION

Chemicals migrating offsite via storm drains could damage aquatic flora in

the Passaic River. .
Att. D .

01 = x DaAmaGE IO fauma 02 5 ORSEAVED (DATE. ] C POTENTWL C ALEGED

Ot RAAAATIVE CESCA TION waase assmmes o apmme o
Chemicals migrating offsite via storm drains could damage aquatic fauna in the
Passaic River.

Att. D

01 Z L CONTAMWMATION OF SOCE Crawm . 02D CASEAVED IDATE e} = POTENTMAL O aices
4 NAARATIVE DESCMATION

The food chain in the Passaic River could be contaminated by hazardous substances

entering the river via storm drainms. A D
tt.

01 C w UNSTABLE CONTAINMENT OF waSTES 02 T CBSEAVED (DaTE. Numernus ) T POTENTWL O ALEGED

1 i e SUP Y G, Sy & .

CI POPULATION POTENTILY ASFECTED o O MAARATIVE DESCASTION
Hazardous materials have been spilled and containers were observed broken. leaking

or unsecure. ..Secondary containment at the site.is inadeauate to prevent migration
nan n c ndwater. At

~ TamaGi TO OFFSITE PROPEATY C2C CESEAVED (BaTE o 0 POTENTIAL S afGED
AAATIvE LESSAPTION
Fires at the site could easily spread to ?\earby industries. Hazardous materials
could damage the Passaic Valley Sewage Treatment plant.
Att. B,D,E,F,K

01 I P wlEGAL UNAUTRORLIED CumMPINnG

01 T S SONTaMinaATION OF SEWERS. STCAM DRANS, Www TPy 32 = OSSERVES (OATE. | = POTENTMAL S ALLEGED
04 NAARATIVE DESTAS TON

Hazardous materilas could contaminate the Passaic Valley Sewage Treatment Plant and
disrupt treatment processes. Storm drains could be contaminated by runoff contain-

ing hazardous materials. Att. B,D,K

02 = OASEAVED (DATE NUMETOous C POTENTAL O ALEGED

04 RAARATIVE DESSAPTION
Poor housekeeplng by the former owner and vandalism have resulted in hazardous
materials belng spilled and dumped throughout the site.

Att. E-H

C3 DESCRIPTION OF ANY OTrER ANOwN, POTENTIAL, OA ALLEGED RAZAADS

d TCTAL POPULATION POTENTIALLY AFFECTED:

v. COMMENTS

The EPA 1s the lead agency involved with the site. A removal of all materials
present and decontamination of buildings and all process vessels at the site are
scheduled to begin in May 1987.

SOURCES OF INFORMATION .coe comeas commmutt ¢ 3 . anme mme aotm cwmven sommter

achment Al-37, 55-57 - NJDEP/DHWM/Metro Field Office
act. A39-54 & 58-61 - NIDEP/Environmental Quality/Metro Field Office
Att. B,C,F,H,K - NJDEP/DHWM/Metro Field Office .
Atr. D & L - EPA-FEdison

FORMm 2010 121781y

Att. E & I 1-8 — NJDEP/HSMA/Bureau Site Operations
Att. I 9
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FOUNDRY STREET SITE/ARKANSAS CHEMICAL COMPANY
185 FOUNDRY STREET
NEWARK, ESSEX COUNTY

The Arkansas Chemical Company manufactured chemicals for the textile
industry at 171-183 Foundry Street in Newark, Essex County from 1943 to
September 1983. Arkansas Chemical Company owned the property from 1943
until 1978 when Galaxy Inc., a Florida Corporation, purchased the property.
Mark Von Sternberg was president of both Galaxy, Inc. and Arkansas Chemcial
Company. In September 1983 the City of Newark foreclosed on the propercy
for failure of the company to pay real estate taxes. Arkansas Chemical
Company and Galaxy, Inc. filed for voluntary bankruptecy in October and
December 1983. Assests to both companies have been liquidated.

In 1984, inspections at the site by the NJDEP had revealed that hazardous
materials were abandoned at the site. A Directive letter was issued to
Arkansas Chemical Company by the NIJDEP in September 1984 as a result of
conditions observed during the inspections. According to the Directive,
the company was to secure access to the site, provide & list of materials
present, and remove and properly dispose of all containers and contaminated
soil at the site. An inventory of materials stored on site was provided by
Mark Von Sternberg and funds were provided by the U.S. Bankruptcy Court to
initiate cleanup. This initial cleanup consisted of moving the remaining
materials outside into one of the buildings. Since the completion of the
initial measures in January 1985, no other remedial actions have been
undertaken by the company. As qf April 1987, laboratory chemicals and
approximately 500 drums, many of which contain hazardous or unknown
substances remain at the site. Contaminated process vessels and laboratory
equipment remain as well.

In May of 1985 the company filed for ECRA (Environmental Cleanup
Responsibility Act) status as a result of proposed sale of the property.
The deal was terminated in July 1985 and ECRA status was deactivated. The
company is subject to ECRA I{f transfer of property occurs even though they
filed for bankruptcy before ECRA was enacted because hazardous materials
were stored on site after the December 31, 1983, enactment of ECRA.

Inspections by NJDEP in late 1986 and early 1987 have revealed continued
deteriorating conditions at the site. There are six buildings and two
sheds on site (see site map), all of which may contain hazardous
substances. Building 28, which consists of 4 floors was probably the main
process building. Approximately 450 drums are present in this building,
many of which are leaking. Also present in this building are 6-10 process
tanks, 10-15 holding/mixing tanks and 2 dry material mixers. Many of the
lines to the tanks were leaking and powders and resins were spilled
throughout the building. According to an inventory of bulk storage tanks
at the site (Att: A p. 40), the following substances were present: 1-3500
gallon tank of Formaldehyde, 1-2700 gallon of Emulser OM (tradename),
1-2700 gallon tank of Dergon OM (tradename), 1-4000 gallon tank of Olive
Elaine (tradename), 1-5000 gallon tank of Syponie 4-500 (tradename), 1-4000
gallon tank of Ingepal 730 (tradename) and 1-1750 gallon tank of diethylene
glycol. It is unknown if any materials remain in these tanks. There are
also two laboratories present in Building 28 which also contain chemicals.
The drums moved from the outside during the initial cleanup were also
stored here and the roof was leaking in many areas.
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Buildings 25 and 30 are attached (consider as building 25/30) and consist
of offices and laboratories. All of the laboratories contain various
amounts of chemicals of which three bottles were observed to be fuming or
smoking. Numerous other deficiencies were ceilings and a flooded basement.
Many chemical containers were submerged in the flooded basement. Spillage
and leakage of chemicals throughout this building is also evident.

Building 24 consists of one story and contains approximately 25 drums of
unknown content.

Buildings 26 and 27 (designated building 26/27) are attached and contain
storage vessels, a filter press and approximately 20 drums. According to
the inventory provided by Arkansas in 1981, (Att: A p. 40) two storage
tanks consisting of 1-5000 gallon tank of Ingepal C0-710 (tradename) were
inside building 27. The contents of the drums are unknown.

The two on site sheds also contain containers of chemical substances. One
shed contains approximately 40 drums of unknown materials. One drum in
this shed which was opened contained chunks of a solid beige substance
(possibly tallow). It is unknown if the other drums contain similar
substances.

The second shed contains approximately 25-5 gallon containers of various
chemicals including benzene, carbon tetrachloride, and 1,4 dioxane. A
container of methyl isocyamate, which is included in the Toxic Catostrophe
Prevention Act as requiring immediate removal, was also discovered and
later removed from this shed. o

According to the site map, there are 18 storage vessels outside the
buildings. These vessels are believed to be empty but may contain residual
materials. The site map, which was produced in 1957, labels the contents
for each of these vessels. However, it is not believed that the most
recent contents of these tanks corresponds to those labeled on the site
map. According to the 1981 inventory as-supplied by Arkansas, only 12 of
the 18 vessels were in use (Att: A p. 40). The contents of the tanks as
listed by Arkansas includes 1-2016 gallon and 1-4050 gallon tank of
sulfuric acid, 2-10076 gallon tanks of 33X caustic soda, 2-2400 gallon
tanks of solvent naptha, 1-10076 gallon tank of ammonia, 1-2400 gallon tank
of _?_1-2828 gallon tank of N-20080 gallon fuel oil tank.

It should be noted that many of the materials remaining at the site are
explosive flammable or incompatible (see Att: I for pronperties of
chemicals). Since many materials have mixed or are in danger of mixing, a
potential for extremely explosive and hazardous conditions exists at the
sice. ;

The leaking ceilings in many of the buildings and the chemicals submerged
in the flooded basements also leads to concern since some of the chemicals
on the site are water reactive. Aceric anhydride is explosive if contact
with water, and phosphorus pentoxide and water are incompatible. Tolyl
chloride (benzyl chloride) emits toxic and corrosive fumes if mixed with
water. Also, quantities of heat could be generated from mixtures of water
and various acids stored on site which could then cause reactions with heat
sensitive chemicals. Because of the haphazard storage of materials at the
site, any reactions between chemicals will likely result in chain reactions
fires and explosions.

843600058




N -
.

Since many of the chemicals will emit toxic and noxious fumes and smoke if
a reaction should occur, a high potential for disaster exists because of
the proximity of the site to residential areas and heavily travelled
roadways. The New Jersey Turnpike is only a few hundred feet to the east
of the site and Route 1 and 9 lies about 1000 feet to the west. The
nearest residential area is approximately .25 miles west of the site.

Before on-site security was established in January 1987 by NJDEP and EPA,
the site was easily accessible to the public. Vandalism, which was evident
throughout the site, contributed to spillage and mixing of chemicals inside
the buildings. A five in one of the buildings in January 1987 was
attributed to arson and could have been disastrous if it spread to
flammable materials. Another cause for concern lies in the possibilicy
that vandals may have unknowingly come into contact with hazardous
materials including methyl isocyanate, benzene, chloroform or ispropyl
alcohol to name a few. Many of the materials are skin absorbed and
extremely toxic.

An inspection by NJDEP personnel in 1981 revealed inadequate secondary
containment around the outdoor bulk storage tanks to prevent spilled
material from entering the soil (Att: B pp. 1-2). The grounds around the
tanks were observed to be stained from numerous spills. Also, materials
which were stored outside may have leaked onto the ground surface. Spilled
materials may leach through the soil and contaminate groundwater in the
area which is used for industrial purposes. The potential alsc exists for
contaminants to migrate to Newark Bay or the Passaic River via groundwater
migration. Spilled materials or contaminated runoff may enter storm drains
which discharge to the Passaic River. Any contaminants entering the river
or Newark Bay may be detrimental to aquatic organisms.

Due to the immediate danger to public safety and the environment and the
lack of state funds avallable for cleanup, the NJDEP requested assistance
from the USEPA for removal of hazardous materials and site security in
January 1987. : .

According to Thomas Kady of the EPA regional office in Edison, New Jersey,
all materials will be removed from the site, and all on-site vessels and
buildings will be decontaminated. Security at the site was initiated in
January 1987, and removal of materials is scheduled to begin in May 1987.
Long term remedial actions by EPA may include soil and groundwater
investigations.

Since EPA is currently the lead agency in the case, no further action is
recommended at this time. 1If soil and groundwater investigations are not
undertaken by EPA, it is recommended that the NJDEP (Site Mitigation)
develop an investigative program to assess the current potential hazards
associated with the site.
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